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The contractor is to check and verify all building and site dimensions,

levels, and sewer invert levels at connection points before work starts.

This drawing must be read with and checked against any structural or

other specialist drawings provided.

Any discrepancies found on this drawing are to be notified to STONE ME!

DESIGN LTD prior to commencement of work.

The contractor is to comply in all respects with the current Building

Regulations whether or not specifically stated on these drawings.

This drawing is not intended to show details of foundations or ground

conditions. Each area of ground relied upon to support the structure

depicted must be investigated by the contractor and suitable methods of

foundations provided.

This drawing is to be read in conjunction with all other standard STONE

ME! DESIGN LTD specifications and documentation.

STONE ME! DESIGN LTD reserves the right to withdraw any drawings

from any applications or third parties should disputes arise between the

client and STONE ME! DESIGN LTD.

This drawing remains the copyright of  STONE ME! DESIGN LTD and

cannot be reproduced without prior permission.
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Roller shutters retained
for security, new
shopfront installed behind

boundary wall rebuilt to
house bin store

Filter box 3 stage.
Stage one mesh filters g4
rated, stage 2 f5 bag filters,
stage 3 activated carbon filters

Filter and extraction flue
installed to rear elevation

Fan woods 500 max fan - 61Dba

ducting to discharge through a
high velocity cowl at 1m above
roof level

Gas interlock system to be
incorporated, wired into fresh
air and extract system

hatch indicated air
conditioning unit location

Roller shutters retained
for security, new
shopfront installed behind

Soundproof acoustic
ceiling installed
beneath existing ceiling

Extraction System
4m stainless steel canopy,
square ducting built to DW172


