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Note : Do not scale from this drawing - all dimensions to be
checked on site prior to any fabrication / construction work -
drawing to be read in conjunction with all other relevant
project information. Notify Neobards Ltd immediately of any
discrepancies found.

The copyright in all designs / drawings prepared by Neobards
Ltd shall remain the property of Neobards Ltd and must not
be reissued / loaned or copied without prior consent.
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A Roof lantern detail amended 13/06/2022 RJN
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This document and its design content is copyright ©. It shall be read in conjunction with all other associated project information including models, specifications, schedules and related consultants documents.
Do not scale from documents. All dimensions to be checked on site. Immediately report any discrepancies, errors or omissions on this document to the Originator. If in doubt ASK.
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Proposed Front Elevation

Proposed Side Elevation

Proposed Rear Elevation

dashed line indicates line of balustrade / handrail

dashed line indicates line of balustrade / handrail
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Proposed Replacement Sash Window Detail
1:1

1
-

Roof Lantern + Roof Top Access Detail
1:50

2
-

Existing + Proposed Balustrade Detail
1:20

Proposed stair access to roof top, enclosure constructed from polyester
powder coated aluminium sections (white) to ensure longevity given exposure
to weathering and to ensure slimline profile for structural elements.
Pitched and flat roof areas to be lead lined to match existing material pallette

Proposed stair access to roof top, enclosure constructed from polyester
powder coated aluminium sections (white) to ensure longevity given exposure
to weathering and to ensure slimline profile for structural elements.
Pitched and flat roof areas to be lead lined to match existing material pallette

No
glazing to
rear
elevation

Roof Top Terrace

Proposed roof top lantern constructed from polyester powder coated
aluminium sections (white) to ensure longevity given exposure to weathering
and to ensure slimline profile for structural elements.
Pitched and flat roof areas to be lead lined to match existing material pallette

No glazing to
rear elevation

Full
height
glazing
to south
aspectFull height

glazing to
south aspect

3 No. top hung units +
2 No. fixed sash units

3 No. top hung units +
2 No. fixed sash units

Roof top access door

Proposed replacement sash window profile.
Timber windows to be painted white to match existing.
Section and profile to match existing units allowing for double
glazed units to achieve U value under Approved Document L.

Extended cill and drip set to
clear external wall make up

Proposed replacement sash window profile.
Timber windows to be painted white to match existing.
Section and profile to match existing units allowing for double
glazed units to achieve U value under Approved Document L.

fixed sash glazing

Allow to add height to existing salvaged balustrade in order to comply
with Approved Document K of the Building Regulations - Existing
balustrade / guarding will need to be increased from 800mm to
1100mm. Allow to add top rail and intermediate square bars to
match the existing centres and profile of the original railing

Existing feature railings to be salvaged and set aside for re use
wherever possible. Allow to make good existing renovating rather than
replacing in order to retain this feature - replicate / repair where
necessary utilising the same unit dimensions, spacing and centres

NOTE : Refer to Balustrade Condition Report forming part of this Planning
Submission for further detail / photographs of current balustrade condition on site

Original photograph detailing roof top access, feature balustrade and
handrail, roof finial and roof top lantern to the Original Beecroft Gallery

Original photograph detailing roof top lantern and roof finials to
the Original Beecroft Gallery

Site photograph detailing existing feature balustrade on site

Site photograph detailing existing timber frame sash windows

retain existing
roof finial

recreate original ridge detail to roof lantern

recreate original ridge detail to roof lantern
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