
ACCESS TO BE POSITIONED ABOVE BY-PASS DOOR

MORTAR HAUNCHING TO MANHOLE COVER AND FRAME

COVER AND FRAME TO BE BEDDED ON MORTAR

PULL HANDLE

EYE BRACKET FOR OPERATING ROPE

CLASS B ENGINEERING BRICKS OR PRECAST

CONCRETE COVER FRAME SEATING RING

MINIMUM CLEAR ACCESS IN

ACCORDANCE WITH

UNDERTAKER'S POLICY

PIVOTING BY-PASS DOOR

OPERATING STEEL ROPE

REFER TO MANHOLE SCHEDULE

CHAMBER HEIGHT (NOT

LESS THAN 900mm)

PIVOTING BY-PASS DOOR

BENCHING

IN FLOW

ALL IN SITU CONCRETE TO BE C20 WITH

SULPHATE RESISTING CEMENT UNLESS

AGREED OTHERWISE

SUMP

REFER TO HYDRO INTERNATIONAL

DRAWINGS FOR FULL

INSTALLATION DETAILS

VENT COWL

TOPSOIL

SUITABLE AS-DUG MATERIAL

L1

PIPE COUPLER

(Ø TO SUIT OUTGOING PIPE Ø)

PIPE COUPLER

(Ø TO SUIT INCOMING PIPE Ø)

L5

CONNECTION FROM

CATCHPIT MANHOLE

HYDRO-BRAKE FLOW CONTROL FITTED

WITH PIVOTING BY-PASS DOOR

L2A

L3

L4

CONNECTION TO

HYDROBRAKE CHAMBER

150

1000

POLYPIPE 'POLYSTORM'

CELLULAR DRAINAGE MODULE

(500 W x 1000 L x 400 D)

W

SECTION A-A

SHOWN FOR LANDSCAPED AREA - FOR TANK BENEATH ROAD/PARKING BAY, TOPSOIL & SUITABLE

AS-DUG MATERIAL REPLACED WITH TYPE 1 GRANULAR FILL AND ROAD CONSTRUCTION

TYPICAL ATTENUATION TANK DETAILS

REFER TO DRAINAGE LAYOUT FOR SITE SPECIFIC TANK LAYOUT/CONNECTION LOCATIONS

REFER TO SCHEDULE FOR SITE SPECIFIC DIMENSIONS

SAND/GRAVEL

BEDDING LAYER

150

VENT PIPE DETAIL

SAND/GRAVEL

SURROUND

L2

TYPICAL HYDROBRAKE

CHAMBER DETAIL

INLET PIPE

OUTLET PIPE - ANGLE OF PIPE AS

INDICATED ON DRAINAGE LAYOUT

SAND/GRAVEL

PROTECTION LAYER

IMPERMEABLE HEAVY DUTY GEOMEMBRANE SURROUNDING COMPLETE SYSTEM TO

BE 1mm THICK POLYPROPYLENE WITH HOT AIR WELDED JOINTS AND TOP-HAT SEALED

TO ALL PIPE ADAOPTORS (KEYTEC 1mm POLYPROPYLENE OSA); MIN 150 LAPS

PERMEABLE NON-WOVEN NEEDLE PUNCHED GEOTEXTILE

MEMBRANE 120g/m², MIN 300 LAPS (TERRAM 1000 OSA)

IN FLOW

FIXING LUGS WITH NEOPRENE

RUBBER GASKET & MASONRY

STUD ANCHOR FIXING BOLTS

220 150

CONCRETE SURROUND

OUT FLOW

OUTLET SPIGOT

INTAKE

FIXING LUGS

PRECAST CONCRETE MANHOLE

SECTIONS & COVER SLAB TO BE

BEDDED WITH MORTAR PROPRIETARY

BITUMEN OR RESIN MASTIC ASPHALT
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