Green wall

Full height glazed entrance door

External paving to be specified

StepDrain

Level access threshold

Solid ground floor (finishes not shown)
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Sealant/backer rod

Closure flashing

Curtain walling system to specidlist details
with clear solar glazing. Mastic pointing to
framing both internally and externally
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Mastic seal between curtain wall frame and
sw painted window board

QOO
g

N1

Detail 5
Scale 1:10 @ AT

N

Decorator’s caulk

Brick outer leaf, insulated cavity
masonry wall

Warm deck roof laid to 1:80 falls

See Detail 3

Bath Stone panels

Powder coated aluminium
fins — colour to be bronze

See Detail 4

Curtain walling system to
specialist details

See Detail 2

;y First Floor
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Bath Stone panels

Rigid soffit insulation with stained
sw soffit board and hit—and—miss
battens over

Green wall

Entrance door

See Detail 1

Ground Floor

to be bronze

Curtain walling system to specialist details
with clear solar glazing. Mastic pointing to
framing both internally and externally

Powder coated aluminium fins — colour

Solid first floor (finishes not shown)

Mastic pointing

Bath Stone panels fixed to aluminium
framing system mechanically fixed to
structure

Rigid soffit insulation with 12mm stained
sw soffit board and 25x50mm stained sw
hit—and—miss battens over. Inset downlighting
to be provided

Green wall

Warm deck roof laid to 1:80 fqlls—l
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Section B—B — 1:20

Proprietary cover flashing

Warm deck roof laid to 1:80 falls

Bath Stone panels fixed to

aluminium framing system
mechanically fixed to structure

Perimeter beam

@

sw noggins

Powder coated aluminium
fins — colour to be bronze

Mastic pointing

PV
\ Suspended ceiling system
Mastic pointing

Curtain walling system to specialist details
with clear solar glazing. Mastic pointing to
framing both internally and externally
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Proprietary cover flashing

Brick outer leaf, insulated cavity
masonry wall

Code 4 lead flashing dressed into
new brickwork with lead wedges
and secured to existing parapet
with straps. 50mm sw fillet at
junction of new and existing

Suspended ceiling system

Detail ©
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Existing structure

Detail 3
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Curtain walling system to specialist details
with clear solar glazing. Mastic pointing to
framing both internally and externally

Solid first floor (finishes not shown) with
proprietary trim to slab edge. Minimum
50mm clearance to curtain walling
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Outside
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Inside

Detail 4 — Plan View
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Powder coated aluminium fins — colour to
be bronze. Size to be 320x60mm

Curtain walling system to specialist details
with clear solar glazing. Mastic pointing to
framing both internally and externally
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