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General notes

Materials and workmanship
Any building work to be carried out with
proper materials and in a workmanlike

manner in accordance with regulation 7
of the Building Regulations. The builder
may show compliance with regulation 7

in a number of ways including the
appropriate use of a product bearing CE

marking in accordance with the
Construction Products Directive

(89/106/EEC) as amended by the CE
Marking Directive (93/68/EEC)1 or a

product complying with an appropriate
technical specification (as defined in

those Directives), a British Standard or
an alternative national technical

specification of any state which is a
contracting party to the European

Economic Area which in use is
equivalent, or a product covered by a

national or European certificate issued
by a European Technical Approval

issuing body, and the conditions of use
are in accordance with the terms of the

certificate.

For any other purpose other than
planning, contractors, suppliers, etc.,
must not scale dimensions from this

drawing. If in doubt ask! All dimensions
should be checked on site.

This drawing is to be read in conjunction
with all relevant other drawings, detailed

specifications, Engineer's drawings,
detail sheets and calculations.

Assumptions have been made on some
of the detail to existing fabric. Any
discrepancies or differences to be

reported back by the main contractor
upon opening up.
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sign to be fixed to top. Detail TBC

Steels to Str. Eng's spec

25x50mm treated timber
counter-battens

timber joists to Str Eng's spec

treated timber firring for 1:50 fall

ply/OSB deck

Novia® Black+ Roof and
Wall Breather Membrane

white Trespa Meteon 6mm HPL
soffit board screw fixed with colour
matched fixings

Novia® Black+ Roof and
Wall Breather Membrane

25x50mm treated timber
battens

Steels to Str. Eng's spec

25x50mm treated timber
counter-battens

timber joists to Str Eng's spec

treated timber firring for 1:50 fall

ply/OSB deck

25x50mm treated timber
battens

IKO single ply roofing membrane

ACO HP Gully Spigot Outlet – Dome
Grate sized to fit 120mm Dia
down-pipe

Design of signage subject to design development and only indicative of size here

white Trespa Meteon 6mm HPL
soffit board screw fixed with colour
matched fixings

exposed fixings to be carefully aligned in both directions

50mm wide 35mm deep extruded aluminium
LED tape channel with diffuser to M&E spec

White
semi-gloss

painted fascia
board

White
semi-gloss

painted fascia
board

allow for 6mm gap
between boards

soffit board pattern based on a
standard Trespa Meteon
1860x2550mm board cut diagonally
using a total of 32 boards
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indicates direction of falls
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5128

5128
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300

boards are spaced 50mm apart where
there is a horizontal lighting channel
which is why the diagonal line is
staggered

boards are aligned in the vertical axis and
the diagonal edge is trimmed to
accommodate the diagonal lighting
channel to ensure the vertical axis gaps
are aligned all the way down

Plan Detail 04
1:5 at A0

IKO single ply roofing membrane

ply/OSB deck

treated timber firring for 1:50 fall

25x50mm treated timber
counter-battens

25x50mm treated timber
battens

Novia® Black+ Roof and
Wall Breather Membrane

White
semi-gloss

painted fascia
board

battens are spaced in a pattern to
align with the soffit boards to
ensure the visible fixings are
perfectly aligned and in a row
when viewed from below
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Lindab Galv. Steel 120mm dia rainwater pipe
painted  to match the painted structural

columns

Lindab Galv. Steel 120mm dia
rainwater pipe painted  to match

the painted structural columns


	Sheets and Views
	DET Canopy CLIF-AL3-V2-))-DR-A-030009


